
General Instructions

1/350 Scale
HMS Hermes

Royal Navy Aircraft Carrier
Photo-etched set to provide a

supplementary fit for the 3D Wild kit

1.   Do not remove the etched parts from the fret until you are ready to use them.
2. Before assembly, soak the etched parts in a suitable solvent, such as white spirit, to de-grease the surfaces for painting. It is recommended that the entire fret be primed

with an acrylic automotive primer, such as Halfords Grey Primer before assembling any of the parts.
3. Cyanoacrylate adhesive (Super glue) or contact adhesive such as a white PVA glue may be used.        These can be applied with a pin or piece of stretched sprue.
4. When removing parts from the fret, place the fret on a hard surface, such as a smooth ceramic tile, in order to prevent parts bending whilst cutting through the holding

tabs.  It is suggested that a No.10 rounded type of modelling knife blade is used for this purpose.
5. When shaping or bending a part, a straight edged blade such as a chisel blade will give a good sharp corner, or alternatively an Atlantic Models Folding Tool ATT 01

or ATT 02 may be found to be useful
6. If a part is bent incorrectly, lay it on a hard flat surface and roll it flat with a cylindrical object such as a modelling knife handle.
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Items 1 to 40 are tailored to fit railings sections of the correct offset RN pattern that are numbered to correlate with the numbered locations of the etched items in the kit
instructions.
The following items are additional etched parts that are required, but not included in the 3D Wild kit.

41. Safety Nets (Ski Ramp Front)
42. Saftey Nets (Side Lift)
43. Safety Nets Ski Ramp Starboard)
44 Safety Nets (Ski Ramp Port)
45. Safety Nets (Roundown)
46. Railings (Starboard Aft Berthing Bays)
47. Railings (Starboard Fwd Berthing Bays)
48. Railings (Stern Quarterdeck)
49. Railings (Port Fwd Berthing Bays)
50. Railings (Port Mid Overhang Bay)
51. Railings (Port Aft Berthing Bays)
52. Railings ( Port Flight Deck Angle)

53. Whip Aerial Base Plate (Port Bow)
54. Bridge Front DF Antenna Bracket
55. Starboard Bow Wather Vane Aerial
56. Whip Aerial Base Plate (Starboard Bow)
57. Cantilever Mast Aerial (Starboard Fwd)
58. Mast Antenna Array
59. Stern Railing Escape Enclosure
60 Flight Deck Escape platform
61. Safety Nets (Port Aft Quarter)
62.    Safety Nets (Sea Cat Launcher Decks)
63. Safety Nets (Port Bow Aft)
64. Safety Nets (Port  Bow Forward Catwalk)

Photo Etched Parts List

Cantilever Mast Assembly Cantilever Mast Location and Forward Fittings
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Fold the sections of lattice frames of etched
part 57  around in 90º increments until the
outer edges meet. Form the side mounted
mast as shown right. Secure into place

Cut a short length of the wire rod that
has been provided in the kit and pass
it through the hole in the centre of the
antenna, etched parts 58, then fix into
the top of the mast as shown above.

Fix the cantilever side mast into place on the starboard side, with the foot locating above the chine line, and
positioned between the gap in the platforms. Shape a length of the wire rod provided in the kit into a ‘V’ and
cut the legs to length so that the point fits into the angle on the mast and the feet fit onto the catwalk.
Fold up the aerial base on etched part 56, to 90º and fit to the underside of the catwalk as shown. Whip aerials
can be made from 0.2mm surgical steel wire.  Not provided but available from Albion Alloys.



Flight Deck Safety Net Fittings

Berthing Bay Railings Location
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Fit the stern section of Flight Deck Safety Net, etched part 45, to the edge of the deck as shown left.
Fold up the side frames of the Escape Platform, etched part 60, to 90º so that they are parallel, then
fit under the opening in the safety net with the inner angles against the ships transom.
Shape the railing and safety frame, etched part 59 as shown left and fit to the large platform on the
stern.

Where the safety nets run along a curved deck
edge or change direction slightly, snip through
the outer link tag between the net stanchions to
allow the nets to conform to the locating surface.

This catwalk is missing from the kit part so will have to be
scratch built from plastic strip, and using railing section,
etched part 52 to finish.

Shape and fit the whip aerial base, etched
part 53, in the same manner as that done
with the aerial base on the starboard side

Fit the safety nets, etched parts 63 and 64, to the outboard edges of the catwalk,
below the railings section that will also be fitted.

This berthing bay needs
to be boxed in as shown
with a corresponding bay
on the starboard side.

The Ski Ramp has been ommited for clarity

The railing section is fitted to the
port catwalk as well as the safety
nets.

Location of the cantilever mast.
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The Huntress was moved from this
position and placed on the starboard
sponson forward of the island.

With the railing sections 46 and 51, the two small openings on each side with the small extensions
outboard, will need the railings to be shaped slightly to place the fairleads more prominently on
the extensions.



Quarterdeck Railings Location

Other Instructions

596048

1. This correction / upgrade set has been designed as a quick fix to address some of the more obvious errors or ommisions from the 3D Wild printed kit, that have
been the result of AI not getting the full picture and guessing or just plain lack of research, which has spoilt an otherwise good kit.
There are good sets of plans available from Quaycraft, that were previously Jecobin plans, and also good books from Neil McCarts HMS Hermes 1923 and 1959
give a good photographic reference and timeline. Also British Aircraft Carriers by David Hobbs provided a good insight.

2. Safety Nets.   A selection of tailored to fit safety nets have been included in this set to replace those 3D printed solid efforts included in the kit. These are located
by name in the parts list and also shown in some of the diagrams where necessary. There are also some extra net sections to cover areas not allowed for in the kit
such as the Sea Cat Launcher decks, etched parts 62, which are designed to be fitted in the raised position around the curved platofrms and then forwards along
the sponson.   All the Safety Nets etched parts 61 to 64 are additional items, whereas Safety Nets etched part 41 to 45 are replacements for the kit parts.

3. Railings.   Despite best efforts it is virtually impossible to shape the railings provided in the kit, (which seems like an afterthought), as directed in the instructions
booklet and still have the stanchions positioned at each corner or direction change. These railings are also not the offset type used by the Royal Navy at this time
frame.
This etched set provides are complete set of tailored to fit railings of the correct pattern that are numbered to correspond with those in the kit instructions diagrams.
There are also extra railings provided for the berthing bays in the ships side, some of which will need to be altered. There are also some extra sections included to
fit the missing openings should it be desired to correct the kit errors.

4. Replacement sets of ships boats and LCVPs will be available from Atlantic models as ATAC35032

To fit these railing sections neatly in the openings, the openings will need to be
cleaned out and smoothed from any 3D print stalks remaining in the verticals.


